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The Infusion Set includes a vented spike attached to a drip chamber with 15μm filter. The 220cm kink resistant 
standard tubing with male luer lock rotating collar and is made from medical grade PVC. There is also a roller 
regulator and a latex free injection site.

•  Vented perforator
•  Drip chamber
•  Latex free injection site
•  Rigid roller regulator for accurate flow

IV010000 100220cmInfusion Set

•  Male Luer Lock with rotating collar
•  Peel open pouch
•  Single use only

•  Tubing length: 220cm
•  Tubing diameter: 3mm
•  Drip chamber: 20 drops /mL
•  Filter: 15μm
•  Priming volume: 19.0mL
•  Sterile EO

 

 

•  Latex free
•  Material: PVC, PE, ABS, PA, MBS
•  DEHP: No
•  Shelf Life: 3 Years
•  ARTG Number: 176900
•  The product is MRI and CT suitable
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DESCRIPTION

Infusion Set
Needle Injection Site
Length 220cm
Solution Only

(01)19341601000005

QUANTITY

100 Pieces/Ctn Rev. 06

CAUTION
• DO NOT use if the packaging or product 

has been damaged or contaminated.
• DO NOT store at extreme temperatures 

and humidity, avoid direct sunlight.

Infusion Set
Needle Injection Site
Length 220cm
Solution Only
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INSTRUCTIONS FOR USE
1. Close roller regulator.
2. Remove protective cap from spike and insert into fluid container (in case of rigid container, open 

vent on spike).
3. Suspend container.
4. Squeeze lower half of the drip chamber until half full.
5. To prime line, open the roller regulator whilst inverting the injection site, until fluid flows through to 

the luer connector, expelling all air from the line.
6. Close roller regulator.
7. Remove protective cap from male luer lock connector.
8. Connect and secure by inserting male luer lock connector into access device and engaging rotating 

collar. 
9. Control flow rate with roller regulator.     
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